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Origin of enhancement in Raman scattering
from Ag-dressed carbon-nanotube antennas:
experiment and modelling†
T. V. Raziman, ‡a J. A. Duenas,
P. Dawson *b

‡§b W. I. Milne,c O. J. F. Martina and

The D- and G-band Raman signals from random arrays of vertically aligned, multi-walled carbon
nanotubes are significantly enhanced (up to B14) while the signal from the underlying Si substrate is
simultaneously attenuated (up to B6) when the nanotubes are dressed, either capped or coated, with
Ag. These Ag-induced counter-changes originate with the diﬀerence in geometry of the nanotubes and
planar Si substrate and contrast in the Ag depositions on the substrate (essentially thin film) and the
nanotube (nano-particulate). The surface integral equation technique is used to perform detailed
modelling of the electromagnetic response of the system in a computationally eﬃcient manner. Within
the modelling the overall antenna response of the Ag-dressed nanotubes is shown to underpin the main
contribution to enhancement of the nanotube Raman signal with hot-spots between the Ag
nanoparticles making a subsidiary contribution on account of their relatively weak penetration into the
nanotube walls. Although additional hot-spot activity likely accounts for a shortfall in modelling relative
to experiment it is nonetheless the case that the significant antenna-driven enhancement stands in
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marked contrast to the hot-spot dominated enhancement of the Raman spectra from molecules
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Raman output not only allows for ready characterisation of individual nanotubes, but also evidences a

adsorbed on the same Ag-dressed structures. The Ag-dressing procedure for amplifying the nanotube
small peak at B1150 cm
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1

(not visible for the bare, undressed nanotube) which is suggested to be due

to the presence of trans-polyacetylene in the structures.

Introduction
The field of surface enhanced Raman scattering (SERS) has
seen the development of a huge variety of substrate architectures implemented by a range of fabrication methodologies,
generally with the aim of optimising electromagnetic field
enhancement at the surface and thus the Raman signal
enhancement. The motivating rationale is an understanding
that the electromagnetic enhancement is dominant and that
chemical enhancement eﬀects are subsidiary.1 We work within
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de Ingenierı́a, Universidad de Huelva, 21819 Huelva, Spain.

This journal is © the Owner Societies 2018

this understanding in the present investigation. The goal in
much substrate fabrication is the creation of surface structures
that support localised plasmon resonances, particularly in
nanogaps between Au or Ag particles, such as are present in
the samples described here. The critical importance of the
nanogap dimension in determining the magnitude of the
Raman scattering from molecules located in such gaps has
been demonstrated in experiment and modelling of single,
optically isolated, plasmonic dipole antennas organised in an
array where the antenna arm length and gap dimension were
systematically varied in orthogonal directions.2 While there is a
direct and clear correlation between the macroscopic, far-field
response and the near-field Raman response at the level of the
single antenna2 the relationship becomes much more subtle
for practical SERS substrates where there is a distribution in
nanogap dimension that generally occurs against a background
of larger-scale surface structuring.3 Indeed, the targeting of
highly localised plasmon resonances to drive large Raman
enhancement often leads to the misconception that substrates
displaying strong far-field plasmonic resonances (e.g. in reflection), should be eﬀective SERS substrates. This is not the
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case – often a relatively small population of ‘hot-spots’ will
dominate the Raman response4 but leave little imprint on the
reflectance or transmittance.5 The relationship between the
far-field optical and near-field SERS responses has been
rigorously explored using Au nanowire arrays grown in an
anodised alumina template as an exemplar system.6
In this investigation, we address the enhancement of the
D- and G-band Raman signals from random arrays of vertically
aligned, multi-walled carbon nanotubes (MWCNTs) dressed
with a particulate Ag coating. The immediately relevant background is our use and analysis of such substrates to enhance
Raman spectra from molecules deposited on the surface.7 But,
before further consideration of the specific features of this
substrate type we set the context by briefly surveying the
structuring of some solid-state substrates used in SERS. For
present purposes, we broadly classify such substrates into two
categories, those with low-aspect ratio nanostructures and
those having high aspect-ratio nano-structuring. The former
include randomly rough surfaces, such as those formed by
electrochemical etching in the seminal work of Fleischmann
et al.8 and various surfaces and nanoparticle (NP) arrangements
displaying as-prepared fractal topology.9–11 Also included in
this category is Klaritet, a commercial, dielectric-templated
substrate comprised of periodic arrays of inverted microscale
pyramids etched in Si and coated with a nanostructured Au
film. This substrate has been used, for example, in quantitative
SERS detection of explosive pre-cursors12–14 on account of good
Raman reproducibility – a main selling point at a high price
point, but a feature missing from very many of the SERS
substrates reported in the research literature.
Substrates with high aspect-ratio structures include arrays of
metal nanoneedles prepared by oblique angle deposition15 and
metal nanorods grown electrochemically in anodised alumina
templates.5,6,16,17 However, all-metal nanostructures tend to be
mechanically and thermally fragile. Alternatively, Au and Ag
dressings may be applied to high-aspect ratio structures such as
arrays of nanocone Si, either used directly18 (or for nanoimprinting into polymer substrates19), Si-nanopillars,20,21 glass
nanopillars,22 polystyrene nanotubes23 and, of specific interest
here, carbon nanotubes.7,24–29 The polymer-based structures19,23
tend to share the mechanical and thermal fragility of their
all-metal counterparts5,6,15–17 in contrast to the metal-dressed
Si,20,21 glass22 and carbon structures.7,24–29 A comprehensive
review of plasmonic nanopillar arrays for application in SERS
has recently been given by Oh et al.3 In brief, in addition to the
requisite (near-field) optical properties, other key aspects of SERS
substrates are good uniformity and reproducibility, as well as
mechanical and thermal robustness.
In early work that utilized metal particle dressing of CNTs
the focus was on analysis of the Raman spectra of the nanotubes themselves,30–36 while the weight of interest in later work
has tended to be on their use as general SERS substrates7,24–29
with some investigations covering both aspects.29 However,
while metal NP-dressed CNTs offer a mechanically and thermally
robust framework for general SERS application, reproducibility
is an issue due to the lack of control over the parameters of the
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NP dressing, particularly the distribution in nanogap dimensions. (This generic problem of SERS substrates has been
addressed by using very thin sacrificial dielectric spacers
between metallic nanostructures,37–40 though even here there
appear to be limitations on nanogap uniformity imposed by the
metal grain structure. It is for this reason that we have recently
proposed the use of hybrid waveguide-plasmon structures for
SERS where the main hybrid-mode hotspot region is defined
within a thin dielectric layer that is not sacrificially removed.41)
Nonetheless, from the perspective of enhancing the Raman
signal from MWCNTs themselves, the use of a random dressing
of Ag or Au NPs is of great utility and experimentally straightforward to achieve. The modelling of this dressing and the
analysis of the electromagnetic response of the MWCNT structures has been a major motivating challenge of this work.
To set the range of Raman enhancement factors (EF),
Ag-dressed MWCNTs yield an EF of 103–104 for molecules
deposited on the surface (estimated EF B 3  104 for the first
monolayer)7 while the underlying Raman signature of the
MWCNTs themselves has an EF B 10 (detail to follow); in
our related work with molecular deposits on arrays of Au
nanorods and nanotubes5,6 the EF is B103 where the same
calibration procedure has been used throughout. The wide
range of EF reflects differences in the underlying near-field
optical responses of the systems and the location of the Raman
active entities with respect to regions of high near-field concentration. For the smaller scale, closely packed Au-nanorod/nanotube systems, transverse, longitudinal and cavity mode
localised plasmon resonances are the key drivers.6 These
substrates, like the (metal NP-dressed) MWCNT substrates
display strong coloration effects in the far-field (reflectance),
characteristic of an optical antenna array. However, for
Ag-dressed MWCNTs the Raman enhancement of deposited
molecules derives from multiple hotspots (i) on Ag NPs (amplified by the antenna response), (ii) between Ag particles and (iii)
between the tops of co-leaning nanotubes.7
When it comes to the Raman enhancement of the D- and
G-bands of the MWCNTs underlying the Ag dressing, it should
not be assumed, a priori, either that the coloration is an
indicator of good Raman enhancement (coloration is a farfield eﬀect, after all) or that hotspots are the main driver of that
enhancement. The Raman signature of the MWCNTs is always
present – although enhanced with respect to that of bare
MWCNTs it is typically 2 to 3 orders of magnitude less intense
than those of molecular adsorbates on the Ag-dressing. This
enhanced ‘background’ Raman scattering is of significant
interest on a number of grounds: (i) its origins, particularly
the electromagnetic component which is analysed in rigorous
detail in this study; (ii) as a means to more sensitively probe
and characterise carbon nanotubes; (iii) as means of rendering
the probing of individual nanotubes within the array feasible
(or more readily accessible) and (iv) as an exemplar system for
enhanced Raman characterisation of other, similarly dressed
vertical nanorod/nanotube entities with crystalline structure.
As in our previous work7 the electromagnetic response is analysed using the surface integral equation (SIE) technique42 – further

This journal is © the Owner Societies 2018

View Article Online

Published on 31 January 2018. Downloaded by ECOLE POLYTECHNIC FED DE LAUSANNE on 19/03/2018 11:34:14.

PCCP

detail is outlined in Methods. Understanding the performance of
many effective Raman enhancing substrates is often hampered by
the fact that they are structurally very complex and so not amenable
to quantitative modelling and analysis. In such situations, the
analysis can focus on certain features e.g. a specific type of hotspot
region, which are assumed to drive the Raman signal. Here such an
assumption could be quite inappropriate and it is a key feature of
this investigation that the computational efficiency of the SIE
technique facilitates treatment of the Ag-related hot-spots within a
3D analysis of the overall MWCNT antenna structures. The method
is significantly more computationally efficient than, for example,
application of commercial finite-element or finite-difference timedomain software packages.

Experiment and results
The background SEM and (elastic) optical data of the MWCNT
samples are summarised in Fig. 1, with the core Raman
spectroscopy results given in Table 1 and Fig. 2. Detailed
modelling and analysis of the Raman response is presented
in the next section. The substrates comprise of random arrays
of vertically aligned MWCNTs which are typically fabricated to
be B400 nm to several micron in length and 450 nm diameter.
The MWCNTs of the substrates examined here, as shown in the
inset to Fig. 1a, have an average length, LNT = 495  16 nm and
radius, RNT = 32.2  2.2 nm. (Note, in arriving at these average

Fig. 1 (a) Specular reflectance of s-polarised light from vertically aligned
MWCNT sample for angles of incidence shown in the key. Inset – SEM
image of the sample taken at B451; Ni catalyst particles are clearly visible
at the tops of the nanotubes. Average nanotube length and radius are
LNT = 495  16 nm and RNT = 32.2  2.2 nm. (b) Specular reflectance of
p-polarised light with same colour key as (a); inset – photograph of the
sample showing a green-blue coloration consistent with reflectance
spectra.
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figures which feed through to the modelling we have ignored
the significantly shorter and thinner nanotubes, some of which
can be seen in this image.) The MWCNT forests were fabricated
using plasma-enhanced chemical vapour deposition (PECVD)
in the manner originally described by Chhowalla et al.43 and
developed by Teo et al.;44 further details are given under
Methods. The hollow nature of MWCNTs has been clearly
illustrated and characterised in TEM analysis by various
groups.43,45–47 The overall MWCNT diameter and wall thickness
can vary somewhat depending on the preparation conditions,
with smaller diameter MWCNTs (less than B20 nm), prepared
using (non-plasma-assisted) CVD methods, showing a wall
thickness, WNT, of the order of 5 nm46,47 while the MWCNTs
reported by Sun et al.45 have RNT B 30 nm, similar to those
shown in Fig. 1a, and WNT B 10–12 nm. For the purpose of the
modelling presented below we have chosen WNT = 10 nm,
yielding a fill factor just under 50%. Also evident in the SEM
micrograph of Fig. 1a are the Ni catalyst particles enclosed in a
carbon sheath at the top of the nanotubes.
These vertically-aligned MWCNT samples display strong,
length-dependent coloration eﬀects with that shown in the
inset of Fig. 1a exhibiting a green-blue colour in reflection
(Fig. 1b, inset). The specular reflectance in s-polarisation has a
broad peak centred close to l = 500 nm for light incident at 251
and moves to shorter wavelengths with increasing angle of
incidence (Fig. 1a). In contrast, the peak in p-polarised reflectance remains almost constant in wavelength as a function of
incident angle. This is consistent with the optical properties
of such systems described in our previous work7 where the
s-polarised reflectance was analysed in terms of interference
between light reflected at the surface of the nanotube ‘layer’
(treated in an eﬀective medium model) and that reflected from
the substrate. The nanotube layer is highly anisotropic with the
p-polarised reflectance being dictated by the antenna response
along the length of the MWCNTs.
We turn now to the main focus of our attention, the Raman
response as detailed in Fig. 2 for native MWCNTs and for
MWCNTs with two diﬀerent types of Ag dressing. The first is
produced by a normal-incidence thermal evaporation of 7 nm
of Ag which forms a layer of Ag on the Si substrate but just
‘caps’ the MWCNTs, with no obvious deposition on the sidewalls (Fig. 2a inset). The second is performed by Ag evaporation
at an angle of B151 to the substrate normal with the substrate
being spun about its axis. This results in a Ag deposit on top of
the nanotubes (thickness is 18 nm in the case of sample of
Fig. 2d–f), with a significant amount of highly granular Ag
attached to the MWCNT sidewalls, as well as a coating on the Si
substrate (Fig. 2d, inset). In both cases there is a remarkable
contrast between pre- and post-Ag deposition in that the
Raman signal from the Si substrate is attenuated with Ag
dressing (Fig. 2a and d) while that of the MWCNT D- and
G-bands is significantly enhanced (Fig. 2b and e). Fig. 2c and f
map the intensity of the Si peak/MWCNT D-, G-bands as a
function of position on the surface where the input laser beam
was scanned across a diameter of the Ag-treated spot. In the
case of the Ag-capped sample the transition from the Ag-treated
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Table 1 Enhancement factors, EF, for MWCNT Raman signals and attenuation factors, AF [in square brackets], for Si-substrate Raman signals for model
systems as denoted in left-most column and described in Fig. 3 and the text. In the top row (Bare MWCNTs) EF is set to unity with absolute value of |Eloc|4
given assuming input field of unit intensity (1 V m 1). The corresponding experimental data are also given where EF and AF are evaluated from the areas
beneath the spectra shown in Fig. 2 in the range 507–531 cm 1 (Si-peak) and 1200–1700 cm 1 (MWCNT D- and G-bands, i.e. excluding the region with
the subsidiary peak at B1150 cm 1). There is no Ni sphere at the top of the nanotube included in the modelling for the data in this table

EF relative to Bare case

EF relative to Bare case [AF relative to Bare case]

MWCNT

Si

01

251

01

4

1.00  0.04
1.00  0.02
1.00  0.02
(3.83  0.07  10 2) (4.43  0.05  10 2) (1.57  0.003  10 2)
Capped 7.0 nm 2.32  0.12
2.16  0.10
0.76  0.05 [1.31  0.08]
Bare (|Eloc| )

Coated 11.0 nm 3.88  0.15
Grainy-1
4.75  0.19
Grainy-2
4.04  0.11
Grainy-3
3.60  0.13

3.06
4.29
4.07
3.79






0.07
0.12
0.29
0.18

251

MWCNT

Si

1.00  0.04
(1.00  0.004  10 2)
0.80  0.06 [1.25  0.09]

1.00  0.03

1.00  0.01

0.46  0.01
[2.19  0.04]
0.102  0.005 [9.82  0.46] 0.101  0.006 [9.92  0.61] N/A
N/A
0.065  0.002 [15.4  0.50] 0.014  001 [69.8  4.0]
14.13  0.85 0.173  0.004
0.17  0.02 [5.93  0.65]
0.12  0.01 [8.62  0.67]
[5.77  0.12]
0.212  0.019 [4.72  0.43] 0.143  0.010 [6.98  0.47]

to native MWCNT regions is abrupt (Fig. 2c) while for the offnormal evaporation there is a penumbra region in the Ag
deposition such that the Raman signal from the Si decreases
while that from the MWCNTs increases progressively in going
from the uncoated to the fully Ag-coated region (Fig. 2f).
Relative to the adjacent, ‘bare’ MWCNT region of the sample
the Ag-capped region yields a Si-peak attenuation of B2.2 and
D-, G-band enhancement of B4.2, while the corresponding
values for the sample with the fully-coated Ag region are an
attenuation of 5.8 and enhancement of 14.1, yielding discrimination of B9.2 and B82 respectively in favour of the
MWCNT Raman signature over that of the Si substrate. These
data are recorded in Table 1 along with the corresponding
modelled data.
The measured length, LNT(Ag), and radius, RNT(Ag), of the Agcapped MWCNTs are 511  15 and 33.2  2.5 nm respectively,
while for the Ag-coated samples LNT(Ag) = 518  16 nm and
RNT(Ag) = 43.0  2.7 nm. Not surprisingly, there is some
discrepancy between LNT with the nominal Ag thicknesses
added and the values actually recorded for the Ag-dressed
samples. This is in part due to the fact that the various samples
or chips come from diﬀerent regions of the Si wafer. Giving
stronger weighting to the data for the Ag-dressed samples we
decided, for the purposes of the modelling, to round LNT up
from 495 nm to 500 nm, but retain RNT = 32 nm.
As a point of reference, in concluding this section it is noted
that the EFs for the Ag-dressed MWCNTs found here are in line
with most of those recorded in other Raman investigations
involving the attachment of Au and Ag NPs to CNTs.30–36
Further comment on the comparative performance these
substrates will be given later.

Modelling and analysis
Fig. 3 illustrates the meshes used in the simulations, starting
with the bare MWCNT in Fig. 3a. For the Ag-capped structure
(Fig. 3b), depicting the case of MWCNTs subject to normal
incidence Ag evaporation, a cap of 7.0 nm Ag is added to the
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4.22  0.25

hemispherical top of the MWCNT and a film of the same
thickness to the Si substrate; the radius is taken to be 32 nm,
the same as for the bare MWCNT sample i.e. discounting the
measured value of 33.2 nm which lies within the margin of
error in the measurement. The oﬀ-normal evaporation of Ag
onto a spinning substrate yields a highly granular, nanoparticulate coverage of the MWCNTs (inset SEM image of Fig. 2d)
where RNT(Ag) = 43 nm, i.e. to the outside edges of the NPs is
11 nm greater than for the case of the bare MWCNT. En route to
developing a model of such grainy Ag structures we consider a
structure comprised of MWCNTs uniformly coated with 11 nm
Ag, the Coated structure of Fig. 3c. This Ag coating is, of course,
thicker than would result from conformal thin film coating of
the MWCNT but this case serves as a useful reference for the
Grainy structures of Fig. 3d–f where the Ag grains are modelled
as spheres of radius, r, distributed with their centres uniformly
distributed along a helix with the central axis at a distance, R,
from the MWCNT axis; only those sections of the spheres
beyond the boundary of the MWCNT are Ag. This yields a
pattern of Ag ‘protrusions’ of spherical section, such that 12–13
such features are encountered in a vertical trajectory along the
length of the nanotube walls, mimicking the structures of
Fig. 2d. A range of grainy structures was modelled with the
following parameters: r = 27 nm, R = 16 nm (Grainy-1, Fig. 3d);
r = 22.3 nm, R = 20.7 nm (Grainy-2, Fig. 3e); r = 19.5 nm,
R = 23.5 nm (Grainy-3, Fig. 3f). In all cases, the maximum extent
of the Ag grains beyond the nanotube wall is 11 nm. Thus, in
going from the smoothly coated structure of Fig. 3c to Grainy-1,
-2 and -3 (Fig. 3d–f) the amount of Ag is progressively reduced
while the overall radius to the outer edges of the structures
remains constant at 43 nm. The Ag coverage on Grainy-1 is
markedly profiled but remains virtually continuous (there are a
few pinholes, not visible in Fig. 3d) while Grainy-3 exhibits
smaller, clearly separated protrusions; in Grainy-2 the Ag
protrusions just overlap, but few nm gaps also exist between
adjacent grains, exposing small areas of the underlying
MWCNT. In a further, realistic physical refinement we have
also made provision for the inclusion of a Ni sphere encapsulated in the hemispherical top. Finally, note that the modelling
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Fig. 2 (a) Raman spectrum in the range 460–540 cm 1, showing Si peak at 521 cm 1 for bare MWCNT–Si substrate and for different area of same
substrate coated with 7.0 nm Ag at normal incidence; inset shows SEM image of coated substrate taken at B451 (scale bar is 200 nm). (b) Section of same
spectra as for part (a), in range 1000–1800 cm 1, showing D- and G-bands of MWCNTs. (c) Intensity of Si-peak and D- and G-bands for Ag-capped
sample of part (a) as function of position spanning diameter of Ag-dressed MWCNTs. (d–f) Equivalent data for case of sample with 18 nm Ag deposited
over area of B1.2 mm diameter at angle of B151 with respect to the substrate normal on to rotating sample with different regions of sample as specified
in the inset to (e). Raman spectra were taken with Jobin-Yvon LabRam microscope with 50 objective; l = 632.8 nm, Pin = 2 mW; acquisition performed
in 2  3 s captures. Raman spectrum was taken at each of 200 points in the spatial scans of (c) and (f).

assumes a regular square array of nanotubes of period 160 nm
in x and y to accommodate the effect of coupling between the
nanotubes at the measured areal density.
The modelled optical response of the nanotubes is presented in Fig. 4–7. The bulk of the analysis is conducted with
reference to Fig. 4–6 in which the (hollow) nanotubes do not
have the Ni inclusion. There are two reasons for initially overlooking the Ni inclusions. First, at the cost of minor simplification, all the key features of the optical response are captured in
the analysis of the hollow, Ag-dressed MWCNTs without the Ni
inclusion. The second reason is that the introduction of the Ni
spheres leads to a region of extreme geometrical constriction
and field confinement between the sphere and the inner wall
of the MWCNT that produces large fluctuations in the

This journal is © the Owner Societies 2018

modelled data. The influence of the Ni inclusions is subsequently addressed with reference to Fig. 7.
Fig. 4a shows cross-sections in the x–z diametric plane of the
local field intensity variation, |Eloc|2, assuming an incident field
of unit magnitude, for the various MWCNT structures. The
input light is of wavelength 633 nm incident in the z-direction
(i.e. angle of incidence = 01) with the polarisation vector in the
x-direction where the axes are as specified in Fig. 3. Fig. 4b
illustrates the same data on a log-intensity scale which effectively ‘stretches’ the intensity scale to better differentiate
between and within regions of low and high intensity. Fig. 5a
shows the equivalent log-scale intensity plots for 633 nm,
p-polarised light incident on the same structures at an angle
of 251 (i.e. coming from the top-left of the figure). This offers a
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Fig. 3 Simulation geometries of MWCNTs with diﬀerent Ag dressings – in all cases LNT = 500 nm, RNT = 32 nm and WNT = 10 nm and the Si substrate unit
cell is 160  160 nm (a) Bare: MWCNT with no Ag dressing; (b) Capped: MWCNT with 7 nm Ag coating on hemispherical top and on Si substrate; (c)
Coated: MWCNT with 18 nm Ag coating on top and on Si substrate and 11 nm coating on the sidewalls (RNT(Ag) = 43 nm); (d) Grainy-1, (e) Grainy-2 and (f)
Grainy-3 depict MWCNTs with 18 nm Ag coating on top and on Si substrate, with sidewalls dressed with Ag particles of spherical profile such that RNT(Ag)
remains constant at 43 nm; details of the geometrical construction are given in the text.

spot check for light that is non-normally incident on the sample
through the microscope objective (numerical aperture 0.55,
yielding a cone of incident light of half angle 341) where the
important physical distinction is that there is now a component
of electric field parallel to the MWCNT axis.
The key parameter in analysing the Ag-induced enhancement of the Raman signal from the MWCNTs (and the attenuation of that from the Si substrate) is |Eloc|4 within each
material.48 Here, we make the common approximation of
evaluating |Eloc(o)|4 at the incident frequency, o, rather than
the product of |Eloc(o)|2 and |Eloc(o
Do)|2 where Do is the
Stokes shift and is a function of the excitation mode. (This
saves the considerable computational eﬀort of evaluation at
small o-intervals over the large spread in Do of the experimental data.) The plots of |Eloc(o)|4 of Fig. 4c, d and 5b are
based on a sample of 40 000 points within the volume of
interest using a Monte Carlo approach, as detailed in the
Methods section. For ease of visualisation in the case of the
nanotube walls (Fig. 4c and 5b) all the points have been rotated
on to the negative x–z half-plane. Also shown in Fig. 4d is a
plot of |Eloc|4 for the Si substrate where the modelled volume
(160  160  100 nm3 in x, y and z respectively) has been
truncated at the y–z plane, compressed to the x–z plane and
juxtaposed with respect to the images of |Eloc|4 for the
MWCNTs of part (c). The |Eloc|4 plots in the Si substrate for
the case of 251 incidence (not shown) are virtually identical
to those of Fig. 4d.
We now consider the salient features in both the elastic and
Raman regimes with reference to Fig. 4 and 5. The overarching
feature in all the intensity cross-sections is a simple standing
wave pattern along the length of the antenna with two pronounced anti-nodes bounded by nodal regions at the bottom,
top and in the middle of the antenna. Consider first the Bare
and Coated cases. While the Bare MWCNT has an average
metallic character in terms of dc conductivity its optical character is that of a lossy dielectric where we take the refractive
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index, nNT = 3.0 + i(C/3.0)l with C = 5.445 mm 1, i.e. 3.0 + i1.15
here, after Bruna and Borini,49 as used in our previous analysis
of MWCNT antenna structures.7 These structures act to confine
the applied EM fields (both incident and reflected) along their
length in a standing wave pattern (Fig. 4a, b and 5a) that would
otherwise be invariant in the x–y plane in the case of a planar
reflecting surface with no antenna structures. The Coated
structure is a plasmonic antenna in the sense that it possesses
a shell of free-electron gas material but is not plasmonically
resonant at 633 nm.50 Nonetheless, relative to the Bare
MWCNT, the introduction of the smooth 11 nm thick Ag-coating
yields an enhanced field intensity pattern that is of slightly shorter
period. The other structures, i.e. the Ag-Capped and Ag-Grainy
structures, introduce local, nano-scale variations within the overall
standing wave pattern, discussed further below. Paradoxically,
however, the standing waves associated with the Ag-Grainy
MWCNT antennas have a wavelength that is closer to that of the
Bare structure than the Coated MWCNT.
For the Bare structure in Fig. 4c, the Raman intensity is
modulated along the length of the tube following the overall
antenna intensity pattern. The Bare case forms the baseline
against which the Raman enhancement of the other structures
is referenced, but the term is used advisedly since |Eloc|4 is less
than unity throughout much of the volume of the MWCNTs.
The Capped structure exhibits the same general standing wave
profile but with significant enhancement near the top where Ag
has been deposited. The Coated structure shows stronger
enhancement throughout the length of the tube, with the
vertical spatial variation again following that of the standing
wave pattern. However, in contrast to the Bare and Capped
cases, the greatest enhancement occurs along the sidewalls of
the MWCNT at the expense of Raman signal generated from the
top of the MWCNT, which now lies in a more distinctly nodal
region optically. Interestingly, also, points showing higher
Raman intensity are situated towards the inside of the MWCNT.
This suggests that the nanotube is not passively receiving the

This journal is © the Owner Societies 2018

View Article Online

Published on 31 January 2018. Downloaded by ECOLE POLYTECHNIC FED DE LAUSANNE on 19/03/2018 11:34:14.

PCCP

Paper

Fig. 5 Cross-sectional plots describing the (elastic) optical and Raman
responses due to p-polarised light of wavelength 632.8 nm, incident at an
angle of 251 with respect to the surface normal (i.e. from top left) on bare
and Ag-dressed MWCNTs as labelled above and described in Fig. 3; scale
bars are 50 nm. (a) Cross-sections in the x–z plane of local intensity, |Eloc|2
plotted on log scale. (b) Values of |Eloc|4 at 40 000 points selected inside
the nanotube in the Monte Carlo approach; all points have been rotated
around the central symmetry axis of the MWCNTs to lie in the negative x–z
half-plane.

Fig. 4 Cross-sectional plots of the modelled (elastic) optical and Raman
responses due to light of wavelength 632.8 nm, polarised parallel to the
x-direction, normally incident on bare and Ag-dressed MWCNTs as
labelled above and described in Fig. 3; scale bars are 50 nm in all cases.
(a) Cross-sectional plots in the x–z plane of local intensity, |Eloc|2. The
colour scale is saturated – maximum intensity is 410 – in order to offer
good contrast in regions of interest. (b) Cross-sectional plots of part (a)
shown on a log intensity scale. (c) Values of |Eloc|4 at 40 000 points
selected inside the nanotube in the Monte Carlo approach; all points have
been rotated around the central symmetry axis of the MWCNTs to lie in the
negative x–z half-plane. (d) Values of |Eloc|4 based on 40 000 points
selected inside a volume of area 160  160 nm and 100 nm depth
(z-direction) inside the Si substrate in the Monte Carlo approach; points
shown lie in the half-volume for which x r 0 and have been collapsed to
the y–z plane. Images are juxtaposed with respect to those of |Eloc|4 for the
MWCNTs of part (c), such that the right hand edge lies in line with the
central axis of the MWCNTs.

intensity enhancement from the Ag-coating but acts to some
extent as an optical cavity, thus playing a role in determining the
field distribution. It therefore matters that the tube is hollow and
not filled.
Consider next the Grainy Ag samples. The introduction of
nanoscale structuring to the Ag dressing on the sidewalls of the
nanotube, manifest as well-separated Ag NPs in the case of the
Grainy-3 samples, leads to obvious hot-spots in |Eloc|2, notably
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at the outer extremities of the Ag grains, but also between the
grains. These more intense regions occur within the modulating envelope of the antenna response. What is also striking in
the images of Fig. 4c and 5b is that the antenna maxima in
|Eloc|4 migrate from the inner to the outer wall of the MWCNTs
in going from Grainy-1 to Grainy-3 and, for the case of
p-polarised light incident at 251 only, that there is also an
accompanying development of ‘warm spots’ on the outer side
of the MWCNT. The detail is given in Fig. 6 which shows, on an
enlarged scale, |Eloc|2 and |Eloc|4 for Grainy-2 for the case of
01 and 251 (p-pol) incidence. Fig. 6a shows a smoothly varying
antenna-type pattern of |Eloc|4 within the MWCNT with the only
notable hot region being near the ‘neck’ of the structure, while
Fig. 6b illustrates correlation of the warm spots in |Eloc|4 with
the inter-particle gap regions of the grainy Ag structure. These
warm spots are clearest for Grainy-2 (Fig. 5b and 6b) with the
main contribution clearly originating from inter-particle gaps
on the incident side of the structure; in Grainy-1 they are not
fully developed and in Grainy-3 they weaken as the gaps
between Ag particles open up. However, from Table 1, which
lists the average value of |Eloc|4 within the sampled MWCNT
volume, it is evident that the warm spots are not the major
driver of Raman enhancement of the D- and G-bands. While
their development is seen to improve the Raman signal relative
to the 11 nm Coated case it is notable that the |Eloc|4 response
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Fig. 6 (a) Main image shows cross-section of variation of |Eloc|2 for light of wavelength 633 nm incident at 01, polarised in the x-direction (orthogonal to
long axis of system), on sample Grainy-2. To the left is juxtaposed a plot of |Eloc|4, constructed in the manner of Fig. 4c and 5b, with a magnified view of a
region towards the top of the MWCNT. The dashed lines, with pink double-headed arrow inserts, demarcate the main antenna anti-nodal regions. (b)
Equivalent data for Grainy-2 sample with p-pol light incident at 251 to the nanorod long axis (from top left) where dashed horizontal lines are drawn
through gaps between the Ag grains.

of Grainy-1 is actually slightly superior to that of Grainy-2 and
-3. But, the performance of Grainy-1 is actually underpinned by
a better penetration of the overall antenna fields into the
MWCNT. This eﬀect can also be achieved by a sample with a
thinner (7.5 nm) conformal Ag coating which has also been
modelled to reveal average |Eloc|4 values B5% higher than
those for Grainy-1 and B16% higher than those for Grainy-2.
When considered against the magnitude of the Raman
signal generated by inter-Ag particle hotspots from molecules
deposited on very similar, Ag-dressed MWCNTs7 the warm
spots uncovered here are just that – warm. In effect, the
enhanced fields associated with hotspots between Ag NPs are
extremely well confined to the inter-Ag region itself with only
modest ‘leakage’ into the body of the MWCNT.
Experimentally there is significant reduction of the Raman
signal from the Si substrate with Ag deposition (Fig. 2) and this
is also observed in the modelling. The signal is strongest for the
case of the Bare sample with a reduction of 20–25% in the
modelled intensity for the Capped samples (see Table 1), a
reduction which is not qualitatively evident from the images of
Fig. 4d. However, what is clear from Fig. 4d is the general
reduction in the Raman signal from the Si substrate for the
Coated and Grainy samples where it is seen that only the region
beneath the Ag sidewalls of the MWCNT retains the intensity
of the Bare sample.

5834 | Phys. Chem. Chem. Phys., 2018, 20, 5827--5840

In summary, the enhancement of the Raman signal from the
MWCNTs in parallel with the attenuation of that from the Si
substrate with Ag deposition derives primarily from the diﬀerent
geometries of the two materials and to a subsidiary degree with
the contrasting character of the Ag deposits on MWCNT and Si.
The Ag coating of the MWCNTs, whether smooth or granular,
has the eﬀect of ‘harvesting’ the incident light, concentrating the
standing wave fields along the nanotube structure (particularly
near the top end of the structure), in eﬀect enhancing the
eﬃcacy of the MWCNT as an optical antenna. Penetration of
the EM fields into the MWCNT walls, along with the reciprocal
re-emission process facilitates the retrieval of a Raman signal
from the MWCNT. On the other hand the planar nature of the Si
substrate, on which the Ag deposits essentially as a thin film,
means that penetration of incident light through the film and of
Raman scattered light back out is significantly attenuated.
Returning to the MWCNTs, modelling indicates that an optimal
thickness of conformal Ag coating will give a significant Raman
EF but, given that the coating is particulate in practice, it is
evident that there is a contribution to the Raman signal from
inter-particle warm spots on the outer side of the nanotube
walls. Ag capping of the MWCNTs tends to focus energy in the
cap-region, also enhancing the Raman output.
We now consider the values of the MWCNT EF and Si
substrate attenuation factor, AF. A preliminary observation is
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Fig. 7 Images showing variation of |Eloc|2 and |Eloc|4, as described previously, for the Bare, Capped and Grainy-2 samples without the Ni nanosphere (left), juxtaposed with those for samples with the Ni nanosphere
(right). In all cases p-pol light is incident at 251 to the MWCNT axis (from
top left); scale bar is 50 nm.

that the Bare sample (Fig. 2a) yields a signal from the Si
substrate that is B50 greater than that from the D- and
G-bands in terms of peak intensities, but a factor of 0.72 in
terms of integrated intensities (the D- and G-bands are spectrally broad compared to the Si peak) compared to a value of
0.31 in the modelling. However, the model does not take
account of diﬀerences in the intrinsic Raman cross-sections

This journal is © the Owner Societies 2018

Paper

or changes in the distribution of |Eloc|4 between incident and
scattered wavelengths. In any case, the values of |Eloc|4 in the
first row of Table 1 (normalised to 1 V m 1 input) illustrate that
the Raman signal originates from a relatively weak concentration of the electromagnetic field within the volume of the
MWCNTs.
Addressing first the MWCNT Raman signal it is useful to
place our experimental values of EF for Ag-capped and -coated
samples (4.2  0.25 and 14.1  0.85 respectively) in the context
of related work: Ag NPs on SWCNTs (EF = 5, 10 and 12 for
excitation wavelengths, lexc = 785, 633 and 514.5 nm severally,
Chen et al.30); Au NPs on SWCNTs (EF = 8–10, Sharma et al.;36
EF = 2–3, Jeong et al.33); Ag NPs on MWCNTs (EF B 10, Lin
et al.35). These EF values are very much in line with those
reported here and indeed also with a report where Ag core/Au
shell NPs on SWCNTs were structurally tuned to match the
localised plasmon resonance to lexc (EF = 9–12, Kumar34). To
offer further context it is pertinent to note that in tip-enhanced
Raman scattering (TERS) where Au tips address CNTs on a
dielectric substrate the EF can be as low as 14 (in the range of
NP-on-CNT schemes), but up to 770 under optimised
conditions.51 However, if a SWCNT is sandwiched between an
Ag tip and Ag substrate in a scanning tunnelling microscope
set-up the EF rises to the B108 range52 on account of the very
large field enhancement driven by localised plasmon modes
supported in the gap;41,53,54 however, the EF retreats to an
estimated 3  104 for an Au-tip/MWCNT/Au-substrate tunnel
scheme55 since the larger diameter of the MWCNT increases
the tip-substrate separation, significantly weakening the localised, gap-mode plasmon resonances of the system.
Returning to NP-dressed CNTs some outlier results can help
inform us on the disparity between experiment and model in
our own data. Large values of EF up to 740 (referenced to a Si
peak) reported by Scolari et al.31 were in significant part (almost
50) due to resonant Raman scattering where the absorbed or
scattered photon is in resonance with an optical transition
between van Hove singularities in the SWCNT;56,57 this would
imply an electromagnetic EF of B15, with perhaps a maximum
of B40 from other data in that study. Other high EF values
were reported by Chu et al.32 in an investigation where the
Raman enhancement was studied as a function of distance
between well-defined spherical Au NPs on SWCNTs; for separations o10 nm the EF rose to B100.
So why is there a disparity between the experimental and
modelled EF in our study? While the modelling indeed produces an enhancement of the MWCNT signal (and an attenuation of the Si signal) with Ag-dressing, the EFs for the MWCNT
samples (average of 2.24  0.21 for 01 and 251 incidence for the
Ag-capped sample and 4.10  0.17 averaged over samples
Grainy-1, -2 and -3 in Table 1) fall below those of the experimental data for both Ag-capped (EF = 4.22  0.25) and
Ag-coated samples (EF = 14.13  0.85). First, there is likely to
be little contribution from a resonance Raman eﬀect since this
is expected to be much weaker at any fixed lexc for MWCNTs on
account of the large spread in properties of the constituent
nanotubes. Second, the possibility of the so-called ‘chemical
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eﬀect’ could come into play – the dominance of this effect was
used by Lin et al.35 to explain an EF of unity, i.e. no Raman
enhancement, upon addition of Ag NPs to SWCNTs for lexc =
532 nm. However, like resonance Raman any such effect is
likely to be more pronounced for SWCNTs.56 Bearing in mind
the higher EF values recorded by Chu et al.32 and noted above
we therefore consider that most of the discrepancy arises from
the highly organised structuring of the modelling not taking
into account random hotter regions in the body of the MWCNT
induced by the detail of the real Ag topography e.g. hotspots
between asymmetric particles and the precise profiling of the
Ag–MWCNT interface.
Turning attention to the Si peak at 521 cm 1 it is seen that
the modelling for the cases of Grainy-2 and -3 is in generally
good agreement with experiment. The average AF in the modelled data is 7.3  1.3 for Grainy-2 and 5.9  0.9 for Grainy-3
compared to the experimental AF = 5.77  0.12. (On the basis of
these data and the general appearance of the modelled structures, Fig. 3, a model structure in the scope of Grainy-2 to
Grainy-3 is considered to be the preferred, realistic representation of the physical structures.) The significant discrepancy
between the experimental and modelled AF for the Si-peak in
the case of Ag-capped structure is thought to be due to rather
diﬀerent optical data for the case of a very thin Ag film58,59
(on the Si substrate). Increased surface and grain boundary
scattering relative to thicker films will result in the observed AF
value being greater than the modelled value.
The final consideration in the modelling is the inclusion of
the Ni particles (spheres) within the hemispherical tops of the
MWCNTs. Their eﬀect is illustrated in Fig. 7 for the cases of the
Bare, Capped and the Ag-coated, Grainy-2 sample. The primary
feature is a concentration of the field intensity |Eloc|2 in the
space between the underside of the Ni sphere and the inside
wall of the MWCNT. This has the eﬀect of decreasing the value
of |Eloc|4 in the hemispherical top portion of the MWCNT
itself in both the Capped and Grainy-2 cases. This leads to a
significant reduction in the overall EF for the Capped case
while that for Grainy-2 actually remains very similar – Table S1
(ESI†). However, for the Grainy samples (all cases) that assessment comes with the caveat that there is a significant margin of
error or spread in |Eloc|4 values for the p-polarised input at 251
incident angle. Paradoxically, there are actually increases of
B16% (s-pol, 01), and B11% (p-pol, 251) in the EF in the case of
the Coated MWCNT with the Ni inclusion compared to that
without, though again it is only the figure for the s-polarised
case that may be quoted with a small margin of error (4%)
and thus a good degree of confidence. A small increase in EF
with the Ni inclusion also carries over to the case of the grainy
sample of least rugosity, Grainy-1.
Having addressed the elastic and Raman response of the
Ag-dressed MWCNTs in some detail there are several points to
note in relation to the spectroscopy itself. The first is a small
peak in the spectra at B1150 cm 1 that is observed only in the
case of the Ag-dressed MWCNTs; it is most distinct for the
Ag-capped and fully-coated samples (Fig. 2b and e). One
possibility is that it is related to the Ag but it would not appear
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that there is any common Ag compound or corrosion product
involving oxygen, environmental sulfur or carbon that generates
a Raman peak in the 1100–1200 cm 1 range.60,61 We therefore
consider that the principal candidate from the literature on
carbon material synthesis to be trans-polyacetylene (TPA), an
organic polymer with the repeating unit (C2H2)n. A material of
some interest in its own right, first examined in detail by Raman
spectroscopy in the 1980’s,62–64 its occurrence in the Raman
spectra of synthesised carbon materials was first noted in the
context of chemical-vapour-deposited (CVD) nano-crystalline
diamond films.65 Both prior to, and after this identification
the Raman peak at B1150 cm 1 (along with an accompanying
peak at B1450 cm 1) was generally incorrectly attributed
to nano-crystalline diamond itself.66,67 However, Ferrari and
Robertson68 argued on multiple grounds, appealing to previously developed theoretical background,64 that these spectral
features could not have their origin with sp3 bonding, but
instead pointed decisively to the presence of TPA, associated
with grain boundary regions in the nano-crystalline structure.
The peak at B1450 cm 1 is associated with the CQC stretching
vibration while that at B1150 cm 1 with in-plane C–H bending
(coupled to the CQC stretching mode). Subsequent experiments
involving Raman spectroscopy of variously prepared and treated
CVD diamond films, including deuterated films, confirmed TPA
as the origin of the Raman peaks under discussion.69 Thus far,
little has been reported on TPA in the context of carbon
nanotubes. A significant exception, however, is a report on the
formation of TPA on laser irradiated CNT samples which had
adsorbed water vapour from the atmosphere.70 It is also interesting to note that modelling of the adsorption of C2H2 on
carbon-doped boron nitride nanotubes using density-functional
theory has identified the formation of TPA as energetically
favourable.71 In conclusion, we suggest that the peak at
1150 cm 1 (with also arguably a small shoulder around
B1450 cm 1 in the most enhanced spectra, i.e. where the
accompanying CQC stretch peak would be expected) is due to
TPA and that it is possibly associated primarily with the cap
region of the MWCNTs in the vicinity of the Ni catalyst NP. Note
from Fig. 4c that the Ag-capped sample exhibits the greatest
Raman enhancement of all the samples in this region and it is
for this sample that the 1150 cm 1 peak stands out most from the
tail of the D-band background (Fig. 2b); there is also a reasonably
enhanced value of |Eloc|4 in this region of the MWCNTs for the
various Ag-coated samples (Fig. 4c), where again the 1150 cm 1
peak is present in the Raman spectra. It seems most likely that
TPA formation would occur at the Ni NP catalyst either during
synthesis – C2H2 is the active precursor gas43,44 – or possibly in the
course of the Raman spectral acquisition70 i.e. stimulated by laser
irradiation in the presence of adsorbed water. However, the latter
route seems less likely here since the MWCNT samples were
stored in a vacuum-desiccator prior to Ag deposition and examination. Since the 1150 cm 1 peak is very small and the Raman
cross-section of TPA is very large it would be present in only very
small quantities.68
The second point in relation to the spectroscopy is a slight
increase in the disorder-induced D-band peak relative to the
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Fig. 8 Spectra from sample with MWCNTs grown in a square array of
period 1.8 mm and dressed with granular Ag coating of nominal thickness
24 nm, as shown in SEM images where scale bars are 1 mm (top) and
100 nm (bottom). Spectra were acquired during step-wise scanning. Black
spectra principally sample regions between MWCNTs and coloured spectra regions in which MWCNT is at or near centre of the focused input laser
beam. A 50 objective was used in the Raman microscope, yielding laser
spot size of B2 mm diameter; l = 632.8 nm, Pin = 5 mW; acquisition
performed in 5  10 s captures.

G-band with Ag dressing. The ratio of D- to G-band intensity,
ID/IG, increases from approximately unity for the bare nanotubes to a value in the range 1.10–1.15 for both the Ag-capped
and fully Ag-coated nanotubes. This feature has been noted and
discussed in some detail by Zhang et al.26 A pertinent connection can be made to the TERS investigation of Liao et al.52 who
showed in separate Raman maps of the D- and G-bands of
single CNTs that the bulk of the D-band signal originates from
the top of CNTs, with the G-band intensity being distributed
much more evenly along the length of the nanotube. Given the
local concentration of |Eloc|4 near the top of the Ag-capped and
-coated MWCNTs relative to their bare counterparts it seems
reasonable to suggest that most of the increase in ID/IG upon Ag
dressing is due to increased D-band signal from the tops of the
MWCNTs.
Lastly and importantly, the spectra from individual, Ag-coated
MWCNTs (Fig. 8) are very similar in structure to those averaged
over multiple MWCNTs (Fig. 2) with broad D- and G-bands, the
D-band being slightly stronger, as noted above. This is clear
evidence that the structural imperfections underlying such spectra
are a characteristic of the individual nanotubes and not an
ensemble average of MWCNTs of diﬀering spectral content. In
Fig. 8 the spectra shown were taken in scanning the surface of
samples in which the MWCNTs were grown on a square grid of
period B1.8 mm. It is only when the probe laser beam is incident
approximately centrally on a MWCNT that a discernible spectrum
is retrieved and, notably, only when the MWCNT is dressed with
Ag – no such spectra are acquired from the as-prepared bare
sample under the same collection conditions.

Conclusions
When random arrays of vertically aligned MWCNTs (of average
length B500 nm) are dressed with nano-particulate Ag it is
found that the D- and G-band Raman signals from the
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nanotubes are enhanced while, simultaneously, the signal from
the Si substrate is attenuated. The respective enhancement and
attenuation factors are up to B14 and B6 respectively,
giving a discrimination of almost 2 orders of magnitude in
favour of the MWCNT Raman signature over that of the Si
substrate, compared to the native MWCNT-on-Si system. In the
present experimental set-up Ag dressing has facilitated the
ready characterisation of individual MWCNTs – grown on a
square grid pattern of period 1.8 mm – that would otherwise
have been very time-consuming to recover, showing that the
broad D and G-bands are characteristic of individual nanotubes
and are not representative of an ensemble average. Specifically,
the defect-related D-band is an intrinsic characteristic of
individual MWCNTs. Moreover, it is only for the Ag-dressed
samples that a small peak shows up at B1150 cm 1 which we
attribute to the presence of trans-polyacetylene, probably in the
vicinity of the Ni catalyst NP at the top of the MWCNT.
Detailed modelling of the electromagnetic response has
been carried out using the SIE technique; in addition to the
elastic optical response of the system as depicted in 2D images
of |Eloc(o)|2 the Raman response has been estimated by
evaluating |Eloc(o)|4 within the volume of the MWCNT,
modelled with a wall thickness of 10 nm. Although quantitative
agreement with experiment is not achieved, valuable insights
are gained on the underlying enhancement mechanism. In the
case of Ag-capped samples much of the MWCNT Raman
enhancement comes from the hemispherical cap region. The
overall antenna response of the MWCNTs, present in the Bare
case, but amplified by coating with nano-particulate Ag,
accounts for the majority of the Raman response for samples
designated as Grainy in the modelling. Regions of intense
electric field confinement between adjacent Ag NPs on the
surface of the MWCNTs are very well confined between the
NPs themselves and penetrate the MWCNTs only to a limited
degree – hence our choice of terminology of warm-spots, rather
than hot-spots. The warm-spots within the MWCNTs are shown
to be in direct spatial correspondence with the hot-spots
between Ag NPs and to be most pronounced for the case of
p-polarised light at non-normal incidence (251 in the modelling)
where there is a component of the input electric field linking the
NPs along the axial direction of the MWCNTs. (In the orthogonal,
s-polarised case the curvature of the MWCNT means that nearestneighbour Ag NPs lie in quite differently oriented vertical planes,
yielding much weaker coupling between them.) The efficacy of the
antenna response in producing Raman enhancement is underlined by the case of MWCNTs with a conformal Ag coating in the
modelling (but not replicated experimentally here). The discrepancy between EFs in experiment and model is not thought to be
due to resonance Raman scattering or the ‘chemical effect’ but
more likely an underestimation of the role of random warm-spots
not captured in the highly symmetrical model structures.
In summary, and to place the present investigation in the
context of our previous related work,7 for Ag NP-coated
MWCNTs there is significant contrast between the Raman
enhancement mechanism of the MWCNTs themselves and that
driving the markedly more enhanced Raman signal from
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molecules adsorbed onto this framework structure. In the former
case, the antenna response makes a key contribution but plays just
a background role in the molecular adsorbate case. For molecules
adsorbed on the Ag-NPs the hot-spots between adjacent Ag-NPs are
crucial to the Raman EF, as are the hotspots between co-leaning or
‘kissing’ Ag-coated MWCNTs;7 this is a heavily hot-spot dominated
system. In contrast, it is re-iterated that the inter-Ag particle
hotspots make a more limited contribution to the Raman enhancement of MWCNTs, manifesting only as ‘warm’ spots within the
MWCNT volume itself. There is no contribution from interMWCNT hot-spots since such hotspots are generated by capillary
forces during the drying of solvent deposited on the surface, used
to deposit molecular adsorbates,21 i.e. there are no co-leaning or
‘kissing’ nanotubes (see insets to Fig. 1a, 2a and d).
Finally, and more broadly, either conformal, thin-film or
nano-particulate dressings of a plasmonic metal may be
deployed on a variety of nanopillar structures to facilitate enhanced
Raman analysis of the structures (individually or collectively in
arrays), while simultaneously oﬀering significant attenuation of
background signals from the substrate. The procedure could be
applied to various semiconductor nanowires/nanopillars72–74
where, moreover, such configurations offer a route to the realisation of high-aspect ratio Schottky diodes with the dual features of
an enhanced, plasmonically resonant antenna response75 and the
possibility of using an alternative, simple 2-contact configuration
for sensing applications.76,77

Methods
The vertically aligned MWCNTs were grown using plasma
enhanced chemical vapour deposition (PECVD). The process
first involves the formation of Ni catalyst islands on a Si
substrate by sintering a thin Ni film (B5 nm thick) at 700 1C.
Nanotube growth proceeds from these discrete island catalysts
resulting in highly aligned, untangled MWCNTs (see Fig. 1a,
inset). The nanotube growth proceeds on the underside of the
Ni such that the Ni particle resides at the top of the nanotube –
the MWCNT-encased Ni NPs are clearly visible in the inset SEM
image of Fig. 1a. The growth itself proceeds in a DC plasma
discharge (bias 600 V) of acetylene and ammonia using flow
rates of 100–200 sccm at a partial pressure of 4–5 Torr. The
MWCNT diameter and areal density are determined by the
thickness of the Ni film while the nanotube height is a function
of the plasma deposition time. Following an initial growth
phase, a rate of B300 nm per minute is typically established.
The most explicit descriptions of the growth are given in the
early papers on the PECVD method,43,44 including analysis of
the role of the plasma environment,78,79 the metal catalyst
composition80 and the elimination of amorphous carbon from
the MWCNT samples;43,44,81 much of this work was driven by
applications such as field emitter devices82 and superhydrophobic surfaces.83 The Ag dressing of the MWCNT forests was
performed in a thermal evaporator (Edwards 306 series) at a
base pressure of 3.0–5.0  10 6 Torr and deposition rate
of B0.5 nm s 1. The Ag-capped sample was produced by Ag
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deposition that was performed as close to normal incidence to the
substrate as possible by use of a small basket source, substrate
masking (with the mask adjacent the substrate surface of
B1.2 mm aperture) and maximising the source–substrate distance.
The Ag coating of the MWCNT was performed by spinning the
MWCNT substrate at a rate of B1 Hz with the substrate normal at
an angle of B151 to the direction of the incident evaporant. The
Raman spectra were recorded with an input laser wavelength of
632.8 nm using a Jobin-Yvon LabRam microscope equipped with
50 objective (numerical aperture 0.55). The exposure conditions
are given in the captions to Fig. 2 and 8.
Modelling the electromagnetic response of the various nanotube
structures was done using a 3D surface integral equation (SIE)
technique as described by Kern and Martin,42 developed by Gallinet
et al.84 for application to periodic nanostructures and applied in our
previous analysis of Ag-dressed carbon nanotube arrays.7 The
method is well suited to the simulation of plasmonic and other
optical resonance phenomena occurring in complex geometrical
structures on account of its computational eﬃciency. This derives
from the fact that the technique requires the discretization of only
the boundaries of the scattering entities and not their volumes or
the background as well; the various meshes used here are illustrated
in Fig. 3. Relative to the earlier work42,84 the principal development
in the SIE technique as applied here is an optimized integral
evaluation method.85 Once the surface currents and local fields
have been calculated it is required to evaluate the Raman signal that
arises throughout the volume of the MWCNT walls and the Si
substrate. In order to compute the average Raman signal over each
domain a Monte Carlo approach was adopted in which 40 000
points were chosen uniformly randomly in the volume of the
nanotube walls, and similarly in the Si substrate. Since the geometry
of the nanotube is complicated and the mesh is too discrete to be
specified by mathematical formulae, it is ensured that the points are
inside the correct domain by the implementation of binary space
partitioning.86 This procedure is not required for the Si substrate
since the boundary is flat; the semi-infinite substrate is truncated at
a depth of 10 mm for Monte Carlo point sampling and averaging.
Ideally, the Raman signal should be calculated by finding the field
intensity enhancement at each point and then using this to
compute the radiated far field.87,88 However, this would require
treating each point in the Monte Carlo sampling as a separate
illumination for SIE, making this treatment prohibitively expensive.
We hence make the approximation that the Raman signal from a
point is proportional to |Eloc(o)|4 where Eloc(o) is the local electric
field at the illumination frequency (wavelength).
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